
For ONP, OCC, High Grade Paper, Solid Waste, PET, HDPE, Film, Cans, Electric Scrap, 

White Goods, Non-Ferrous Metals, RDF 

CENTURION Two Ram 

Key Advantages: 
• Heavy Duty Construction with Hardox 450 replaceable liners

• 232 Tons of force – for heavier bales and less material handling

• Entire charge box and main ram are machined for perfect fit and
long lasting performance

• Harris American cylinder design and manufactured with special
Teflon seals for higher performance and extended service life

• 60% Ram penetration – greatly reduces memory in plastics and
other materials – compacts on every stroke

• Category III Safety levels – standard

• Advanced hydraulics with fastest in its class

• Flooded suction power unit

• HMI System – 10” touch screen easy to use with multiple
operating areas including on the floor as well as elevated on the
bale chamber or eject ram
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CENTURION TWO RAM 

Bale Size: 45” x 31” x 63” 

Feed Opening: 86” x 114.5” 

Main Cylinder: 13” bore w/232 tons 

 Ram Face Pressure 277psi 

System Pressure: 3500 psi 
Eject Cylinder: 9” at 111 tons 

Machine Weight: 94,000 pounds 

PRODUCTION OPTIONS 

Hopper Extensions 

BobCat Loader Hoppers 

Lower Ram Wiper – to protect HiLo floor 
with scrap metals 

Remote Operator Controls 

PRODUCTION 

Weights 150      200 

OCC 1250-1550 23-35 24-42

Plastic 1250-1625 8-16 13-31

Paper 1375-1750 34-45 38-51

UBC 1000-1200 10-18 13-30

NF Metals 1500-2400 22-37 22-56

MSW 1820-2340 32-45 37-63

BEYOND THE EXPECTED
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