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INTEGRATED RECYCLING SYSTEMS



Shredder Model HS6060 HS6090 HS80115 HS98115 HS125125
RPM 600 600 600/00 514// 514 450
Ferrous Shred Output (TPH) at HP rating* 1000 10-14

1500 14-20 25-35

2000 20-35 30-45

2500 40-50 50-60

3000 75-105

4000 90-120 90-150

5000 140-180

6000 160-220

7000 180-300

8000 200-350

 HS 6090  HS 80115

 HS 98115  HS 125125

SPECIFICATIONS

*Performance rates are Subject to Material Content. Material Pre-shred Densities, Feed Rates, and Other Variables in Shredding. Specifications are subject to change
without notice. All information is correct at time of printing.
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MODULAR SHREDDERS

MS 6090 Modular Shredder System

Modular Hydraulics Building with Pin Puller Platform

Modular Shredder Motor Building & Support Structure

Modular Medium and Low Voltage Electrical Building
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SHREDDER REPLACEMENT PARTS
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CONTROLS AND OPERATING SYSTEM

SH
RE

DD
ER

S

800.710.4994   •     •   54

SAFETY

Infeed Guard

Drive Shaft Guard

Full Side Guards

Overs Reject Conveyor

ShredderDischarge Guard

Shredder Cageg
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