
Key Features: 

• Proven design for over 20 years’ worth of installations

• Maintenance doors allows for easy access to flip or replace

wear blocks

• Floor Liner Plates (AR400) with HiLo floor and adjustable

wear shoes on bottom of presshead, can be shimmed or

replaced without removing the presshead

• Heavy duty shear design with adjustable serrated shear

blade can be reversable, shimable, and replaceable.  Press

head also has replaceable shear bar for easy maintenance.

For OCC, Mixed Papers, Plastic, Cans, and NF Metals 

Titan Series 
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Titan Series 

Bale Size: 30” x 48” x 60” 

Feed Opening: 58” x 35” 

Main Cylinder: 8” bore  

System Pressure: 3000 psi 

Main Motor: 30hp  

Feed Type: Conveyor, hand, cart dumper 

Bale Tying: Manual with replaceable wire trays

Meets all current ANSI 245.5 Safety Standards 

PRODUCTION OPTIONS 

Titan 6-CV-9 – with 9” cylinder and 30% 
more ram face pressure (112psi) 

Titan 6-XHD-10 – with10” cylinder with 55% 
more ram race pressure (134psi) and longer 
hopper (45”) 

Oil Heater  

Baling Wire  

Hydraulic Oil  

Category 3 Safety Circuit  

Oil Cooler  

Conveyor Hopper Setup  

Remote Monitoring  

Front Jog Controls  

Conveyor Controls  

BEYOND THE EXPECTED
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